Cavil20

Type V Cavicloser

* 120 minutes fire integrity rating

Suitable in cavities from 50mm to 100mm wide
Acts as a DPC
Closes and insulates reveals

Anti capillary fins

Introduction Cavi 120 Type V Cavicloser

: 5 . Exposura rating
The Cavi 120 T*,.rpe V has a two-hour fire Cavity - standard sizes accommadated

Spacial cavity widths accommodated

rating, a sound reducing insulator and is

Fire rated acoustic closer
Savare 30+mm setback. Very severa when chackad
S0mm, 45mm, 75mm, 85mm, 100mm

Yoz bespoke dosar service offerad

available for cavity sizes up to 100mm. Straight reveals Yes - build in profile as supplied
This closer may be usedin s’rrr:ﬂgh’r Checked reveals Yas - request special version
reveals but is also suitable for use with e bt s o
Acts as vertical dpc Yas

checked reveals. Always state clearly PRy e Yas
which option is required. The checked Permits differant frams positions Yas
reveal version does nat have a front Frames fitted os work proceads or later Yas - first or second fix options

S i : f : Timber frame / traditicnal construction Both stes accommodated

rojecting lip, and terminates against the

el gaup, d Mazonry skin shylas All popular flat faced masonry

insicle (cavity) face of the outer skin.

References e
= BS 476 (fire resistance testing)
* Part E details — resistance to the passoge

Securing ties supplied
of sound Pock sizes
* Building Regulations Document C L1 & L2 :f'ighf FIJE" pack
ataria
* Scottish Tech Standards Part D Colour
* Robust Details manufacturing standard

* British Standard 5628-3

Undulating mosonry foce finishes
Acoustic insulator

Vertical and horizontal applications
Compatible with other cavity wall slemants

Building Regulotions

MHBC / Zurich / Premiar requirements

* BRE Thermal Insulation Avoiding Risks K value of insulation used

Possible compaosite tharmal rasistonce path

Yas — acoustic transmission reduction

Seck advice providing details of matariol

Yas Prefix denctes 120mins (2hrs) integrity rating

Yas

Yos —sao axomples
Mo kricewn restrictons

Packs of 5 or 10 closers, pending langth.

2Imx 10=195kg. 3m x5 = 14kg.

PVCLU + rock fibre insulator + stainless ties
White axtrusion
BS EM IS0 9002000

Yas regulations can be sotisfied

Yas requirements can be satisfied

0.035W/mk

237 m2 K'W  in 75mm caviby)

Yas + zero ODP

CFC free
CAD drawing downloads availoble Yas
Checked Reveal Cill Detail

Specify
Cavi 120 Typa ¥ fire rated + acoustic covicloser by Canvity

2

Trays of Yaovil Somerset BAZZ BHU fo close covity wall
reveal. Cavi 120 Type V to suit mm cavity, [anfer

oppropriote cavity width dimensicns). State straight or
checked reveal.

Construction Advantage

Straight ond cranked reveols accommodated. The
extent the mosznry is offset is not limited. Inclusive of

Turm hinged s=ction P07 and 4=
horned porion acks as an Bokoirg

Typical harmontal opplcation
at gl kel

stainless stesl ties to secure fo both skins. Bespoks i b s Wi e
cptions availabla. and checked portion of frame
- por—em COMPUTER REFEREMCE CODES:
EE 3 ; CAVIT120W 2] 50 CAV] 120 3.0 50
. CAVIT20V 21 75 CAVI 120 V3.0 73
. CaVI 120 2] 100 CAV] 120 ¥ 3.0 100

Standard Reveal

&

The Cawi 120 prefic denotes
pwc heoars fire ratireg when usad
in compliant opplcations swh
as a siroight reweal

phone 01935 474769 =mail enquiries@cavitytrays.co.uk visil www.cavitytrays.com

Head Detail Reveal
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‘With some links| armargements

]

Ea
-,

it is possible 1o incorporate the
Cavi 120 Type V¥ at heod level

Cavity Trays



