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Type H Cavicloser

* 90 minutes fire integrity rating

¢ Closes and insulates reveals

¢ Suitable in cavities of 50mm and 75mm wide

* Acts as a DPC

* |ntegral fins

Introduction Cavi 90 Type H Cavicloser
Exposure rating

This fire-rated version of the Type H closer
ofters a Cavi 90 (12 hr) fire rating ond is
suitable for use in cavities of 50mm or
75mm. The detachable faceplate can be
secured to either of the four faces of the
insulating core so that it is positioned
predominately forward or predominately
back to suit the cesthetics and specific
frame location sought.

References

* Building Regulations Document C L1 & L2
* Scottish Tech Standards Part D

* Robust Details

* British Standard 5628-3

* BRE Thermal Insulation Avoiding Risks

Specify
Covi 90 Type H1 or Cavi 90 Type H2 (stipulate) fire ratad
caviclaser by Covity Trays of Yeowil Somerset BAZ2 SHU

to close cavity wall reveal to suit mim covity, enter
actual cavity width dimensians|.

Construction Advantage

Align ties with ony course height selactad, locking inte
moulded channels that then provide conduits inte which
martar caninfill to moximise solidity of ervelopment.

phone 01935 474769

Cavity - standaord sizes accommodated
Special cavity widths occommodated
Straight revaals

Chacked revaals

Product lengths

Acts as vartical dpc

Acts oz insulator

Pamnits different frame positions
Framas fitted as work proceeds or later
Timber frame / traditional construction
Masonry skin styles

Undulating masenry foca finishas
Acoustic insulator

Fira ratad

Vertical and horizental applications
Compatible with othar cavity wall elameants
Sacuring ties supplied

Warranty

Pock sizas

Weaight per pack

Material

Caolour

Manufocturing standard

Building Regulations

MHBC / Zurich / Premier raquirements
k" walua of insulation used

Possible composite thermal resistanca path
CFC frog

CaD drowing downloads availoble

Checked Reveal Cill Detail

Ih o checked application the
rrascrry cHseting isnot resiricted

COMPLUTER REFERERICE CODES:
CA1 90 HT 21
CAS1 90 HT 2.0
CAS1 90 HT 3.6

Typicd dll application possible.
fustinterfoce with verticol closers

il enquiries@cavitytrays.co.uk

Fire rated version of H1 and HZ closar
Savera 30Hmm sathack. Very savere when checkad
50mm, & 75mm

Mo - see altemative models

Yas - build in profile as supplied

Yes - build in oz illustratad

21m. 3.0m.

Yas

Yas

Yas

Yas - first or second fix options

Both styles accommodated

Al popular flat faced masenry

sask advics providing details of material
Minimal raduction

Yes Prefix danctes P0mins (1% hrs) integrity rating
Yas —soo examples

Mo known restrictions

Y

Y

Pocks of 5 or 10 closers, pending length
21m x 10 =25kg. 3m x5 = 18kgs.

PVCL) + rock fibra insulator + stoinlass fies
White extrusion

BS EM SO $001:2000

Yes regulations con be satisfisd

Yas requirements con be sotisfied
0.035W/mK

220 m2 K/wW
Yes+ zan ODF
Yas

in 75mmm covity)

Standard Reveal

Frame posifion not reskriced
within comgliant porameters

www.cavitytrays.com



