Cavi240

Type CFIS

* 240 minutes fire integrity rated stops

¢ Easy friction fit

* Accompanying moisture protection measures

* For cavity widths up to 100mm

Introduction

Mon-combustible rock mineral insulatar
promeoting acoustic and fire barrier
qualities enveloped within a green poly-
sleeve. May be compressed to suit
cavities of most popular sizes. Preformed
trarys (Arresting Barriers or Dropcloaks)
available to provide deflective qualities
within cavity.

References

* BS 476 (fire resistance testing)

+ Part E details — resistance to the possage
of sound

* Building Regulations Document C LT & L2

* Scottish Tech Standards Fart D

+ Robust Details

* British Stondard 5628-3

* BRE Thermal Insulation Avoiding Risks

Specify

Cerd 240 Type CHS Cavicheck fire integrity stop by Canvity
Trays of Yaowil Somerset BAZZ SHL Incarporate within
cavity, compressing ond placing on maturally occurring
ties if oppropriate. Cavity width _____mm (stipulata).
Specity it opticnal cavitroy profection to suit i required.

Construction Advantage

The four heur rating is the highest currently achisvabls in
this style of barrier and permits the spacifier to intreduca
a higher level of fire protection rating within the finoncial
restraoints mormally ossocioted with alternatives with
loweer ratings.

Cavi 240 Type CHS

Exposure rating

Cavity - standord sizes accommeodated
Special cavity widths accommodated
Common cavity woll opplications
Corners and links

Product lengths

Protective slesving

Acts oz insulator

Installed as wall is raisad

Timker frame / traditional construction
Masonry skin styles

Acoustic insulator

Fira ratad

Harizontal and vartical applications
Compatible with other cavity wall elamants
Securing ties supplied

2]

Shown without
profective convtroy

Cavicheck Fira Intagrity Stop

Wery sovera

LIp to 100mm maximum

Yas — comprassion fit

Yas - build in cavichack as illustrated

Lap and butt options

12m and 2.4m

Yas

Yas provides highest fire rating — see below

Yas — comprassas for optimum fit in cured masonry
Both styles accommedated

Compresses fo accommodate maost skin finishes
‘fas — reduces direct ond flanking fronsmission

Yas Cavi 240 prefix denctes 240 mins (4 hrs) roting
Yas — horizontal and vertical uses

Yes — dpc cavitray and caviweep compatible

- friction fit + any oppropriate ties

Pack sizes Packs contain 10 lengths

Waight per pock 75kg

Material Rock wool insulator within polyslagve

Colour Green

Manufacturing standard BS EM 15O $001:2000

Building Regulations Yfas regulations can be satisfiad

MHBC / Zurich / Premisr raquirements fas requirements con be sotisfied

'k’ volua of insulotion used 0.035WimK

Possible composite thermal resistonce path | 286 m2 K/AW  fin 100mm cavity]

CHC frae Yes + zaro ODF

CaAD drowing downloads availabla Yas

Typical Section Overlap With Cavitray Plate Level
Typical barrier application Barriers lappesd within application Barriers with protective fray Barrizrs used fo close ot plats

o COMPUTER REFEREMCE CODES:
— CFI5 1.2
Yot ; CFI5 24
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